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 componente  material  component material  norma       standard 
 

corpo 
 
 

 parafusos 
 

porcas 
 

vedantes 
 
 

revestimento 
anticorrosivo 

interior e  
exterior  

 
ferro fundido dúctil  
(EN-GJS-500) 
 
aço zincado cl 6.8 
 
aço zincado cl 8 
 
elastómero EPDM 
com marcação CE 
 
tinta epóxica potável  
RAL 5005 aplicada  
electrostaticamente com 
espessura ≥ 250 µm 

  
body 

 
 

bolts 
 

nuts 
 

sealings 
 
 
           coating 

 inside 
 and  

outside 

 
ductile iron  
(EN-GJS-500) 
 
steel zinc plated cl 6.8 
 
steel zinc plated cl 8 
 
elastomer EPDM 
with CE marking 
 
epoxy paint potable  
RAL 5005 applied 
electrostatically 
with thickness ≥ 250 µm 

  
EN 1563  
 
 
ISO 898-1 
 
ISO 898-2 
 
EN 681-1 
 
 
DIN 30677 
 

Código 
Code 

 

DN 
 
 

Classe 
Class 

 

D’ 
 
 

D 
 
 

L 
 
 

Peso 
Weight 

(Kg) 
 

10445061 80x080 12-18-24 100 102 73 3.0  

10445062 80x080 12-18-30 100 110 73 3.2  

10445058 80x080 24-30 102 110 73 3.2  

10445069 100x100 12-18-24 123 129 75 4.2  

10445063 100x100 12-18-30 123 135 75 3.9  

10445064 100x100 24-30 129 135 75 4.3  

10445081 125x125 12-18 145 150 75 8.1  

10445084 125x125 12-24 145 159 75 8.1  

10445083 125x125 12-30 145 164 75 8.1  

10445101 125x125 18-24 150 159 75 8.1  

10445104 125x125 18-30 150 164 75 8.1  

10445082 125x125 24-30 159 164 75 8.1  

10445147 150x150 6-12-18 177 180 84 8.5  

10445131 150x150 18-24 180 187 84 8.5  

10445132 150x150 18-30 180 195 84 8.5  

10445133 150x150 24-30 187 195 84 8.5  

10445118 200x175 6-18 - - - 12.6  

10445124 200x200 6-12 224 230 84 13.4  

10445148 200x200 6-18 224 236 84 13.4  

10445119 200x200 6-24 224 246 84 13.4  

10445143 200x200 12-18 230 236 84 13.4  

10445120 200x200 12-24 230 246 84 13.4  

10445116 200x200 12-30 230 258 84 13.4  

10445141 200x200 18-24 236 246 84 
 14.1  
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Código 
Code 

 

DN 
 
 

Classe 
Class 

 

D’ 
 
 

D 
 
 

[L] 
mm 

 

Peso 
Weight 

(Kg) 
 

Código 
Code 

 

DN 
 
 

Classe 
Class 

 

D’ 
 
 

D 
 
 

L 
 
 

Peso 
Weight 

(Kg) 

10445142 200x200 18-30 236 258 84 14.1  10445176 350x350 24-30 420 437 130 36.1 

10445149 200x200 24-30 246 258 84 14.3  10445181 400x400 6-12 437 448 125 44.3 
10445150 250x250 6-12 280 285 100 20.7  10445182 400x400 6-18 437 462 125 45.4 
10445151 250x250 6-18 280 289 100 20.7  10445127 400x400 6-24 437 482 125 50.6 

10445157 250x250 6-24 280 303 100 20.7  10445183 400x400 12-18 448 462 125 44.1 

10445153 250x250 12-18 285 289 100 20.7  10445200 400x400 12-24 448 482 125 52.9 

10445158 250x250 12-24 285 303 100 20.7  10445184 400x400 18-24 462 482 125 52.9 

10445154 250x250 18-24 289 303 100 20.7  10445185 400x400 18-30 462 500 125 52.9 

10445152 250x250 18-30 289 314 100 20.7  10445186 400x400 24-30 482 500 125 52.9 

10445155 250x250 24-30 303 314 100 20.7  10445191 450x450 6-18 - - - 94.0 

10445159 300x300 6-12 328 334 100 26.4  10445115 450x450 6-24 - - - 94.0 

10445161 300x300 6-18 328 342 100 26.4  10445193 450x450 12-18 - - - 94.0 

10445110 300x300 6-24 328 356 100 26.4  10445231 450x450 12-24 - - - 94.0 

10445111 300x300 6-30 328 370 100 26.4  10445192 450x450 18-24 - - - 94.0 

10445164 300x300 12-18 334 342 100 26.4  10445230 450x450 18-30 - - - 94.0 

10445166 300x300 12-24 334 356 100 26.4  10445117 450x450 24-30 - - - 94.0 

10445163 300x300 12-30 334 370 100 29.9  10445198 500x500 6-18 - - - 95.5 

10445162 300x300 18-24 342 356 100 29.9  10445199 500x500 12-18 - - - 95.5 

10445168 300x300 18-30 342 370 100 29.9  10445201 500x500 12-24 - - - 95.5 

10445167 300x300 24-30 356 370 100 29.9  10445202 500x500 18-24 - - - 95.5 

104451681 350x300 6-12 - - - 33.4  10445204 500x500 18-30 - - - 95.5 

10445170 350x350 6-12 386 394 100 33.4  10445203 500x500 24-30 - - - 96.2 

10445173 350x350 6-18 386 405 100 32.5  10445220 600x600 6-18 - - - - 

10445179 350x350 6-24 386 420 100 34.7  10445221 600x600 12-18 - - - - 

10445174 350x350 6-30 386 437 100 34.7  10445232 600x600 12-24 - - - - 

10445171 350x350 12-18 394 405 100 34.7  10445223 600x600 18-24 - - - - 

10445169 350x350 12-30 394 437 100 34.7  10445305 700x700 12-18 - - - - 

10445172 350x350 18-24 405 420 100 35.2  10445300 700x700 18-24 - - - - 

10445177 350x350 18-30 405 437 130 35.7         
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Sendo um dos principais objectivos da nossa empresa o desenvolvimento e aperfeiçoamento dos nossos produtos, reservamo-nos no direito de fornecer quaisquer 
outros que possam diferir ligeiramente dos descritos e ilustrados nesta publicação.  
Being one of our aims a constant development of our products, the characteristics of described material may be altered without prior warning. 

Homologações - Homologation 
 
Revestimento - Coating 

- INETI (Portugal)  
- KIWA (Holanda – Netherlands) 
- WRAS (Reino Unido – United Kingdom) 
- CARSO (França-France) 
- HYGIENE Institut Ruhrgebiets (Alemanha - Germany) 
 
EPDM Elastómeros  - EPDM Elastomers  

Com marcação CE, homologado segundo norma BS EN 681-1 
With CE marking, according to standard BS EN 681-1. 

- INETI (Portugal) 
- CRECEP (França – France)  
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